	 K60 type temperature control detail specification list

	Model
	Specification

	
	Warm (℃)
	Normal (℃)
	Cold (℃)
	Defrosting
	Temperature difference

(℃)
	Capillary Length（mm）

	
	ON
	OFF
	ON
	OFF
	ON
	OFF
	ON(℃)
	
	

	K60-H1013-000
	-3.8±1.1
	-10.1±1.1
	
	
	
	-24.5±2.2
	5.7±2.2
	
	1200±50

	K60-H1017-000
	-3.7±2.5
	
	-9.7±1.5
	-18.6±1.5
	
	-25.6±2.5
	6.2±2.5
	
	900±50

	K60-H1044
	-5.2±2.2
	
	
	
	-11.7±1.5
	-23.6±1.5
	5.7±2.5
	
	800±50

	K60-H1058-000
	-1.5±2.2
	
	-7.8±1.1
	-16.7±1.1
	
	-24.6±2.2
	6.2±2.2
	
	900±50

	K60-H1092
	
	-8.5±3.5
	-1.6±2
	-13.5±2
	
	-19.4±3.5
	6.4±3
	
	600±50

	K60-H1120-000
	-2.6±3.5
	
	-7.8±2
	-13.7±2
	
	-20.6±3.5
	6.1±3
	
	900±50

	K60-H1123-000
	0.4±2.2
	(-8.2)
	
	
	-6.2±1.1
	-16.6±1.1
	5.8±2.5
	
	900±50

	K60-H1129
	-2.5±1.5
	-8.5±1.5
	
	
	-15REF
	-24±2.5
	6±3
	
	950±50

	K60-H2601
	0.8±2
	-8.5±2
	-5±1.5
	-16±1.5
	-11.5±2
	(-23)
	5±2.5
	
	750±50

	K60-H1029
	-3.5±2
	
	
	
	-11.5±1.5
	-21±1.5
	5±2.5
	
	1200±50

	K60-H1108
	-3.5±2
	
	
	
	-11.5±1.5
	-21±1.5
	5±2.5
	
	2000±50


